Page 141
Sale Name: Drift Salvage

CT2.11# - TIMBER SUBJECT TO AGREEMENT (06/1972)

In addition, there is within Sale Area an unestimated quantity of:

Species Product

Landing Piles Grn Bio Cv

that shall be Included Timber upon written agreement.

CT2.3# - RESERVE TREES (04/2004)

Notwithstanding the designations for cutting under BT2.31, BT2.32, BT2.33, or BT2.34, live or dead wildlife
reserve trees or groups of reserve trees within such cutting units or clearings shall be left uncut. Such

Reserve trees are identified by_orange paint above and below stump height and an orange painted “w* above |
|

stump height. and shall be protected in accordance with CT6.32#. Units with reserve trees are shown on
the Sale Area Map.

CT2.35# (OPTION 1) - INDIVIDUAL TREE DESIGNATION (06/2008)

1_trees as described on page 141a which meet the minimum tree diameter stated in AT2 are designated for
cutting. Additional timber to be cut, if any, will be designated for cutting in accordance with BT2.37.

Leave trees, Marked with A
N/A , or identified by N/a , are not to be cut, unless designated by the Forest Service.

CT4.211 - DOWNPAYMENT (06/2007)

The downpayment amount shown in AT15 may not be applied toward any other payment required under the
provisions of this contract, except damages determined pursuant to BT9.4, transferred to other timber
sales, or refunded until (a) stumpage value representing 25 percent of the total bid value of the timber
sale is shown on Timber Sale Account to have been cut, removed, and paid for, or (b) the estimated value
remaining to be cut and removed, as shown on Timber Sale Account, is equal to or less than the amount of
the downpayment, or (c) if 36 CFR 223.49(e) is applicable, the estimated value remaining to be cut and
removed, as shown on Timber Sale Account, is equal to or less than the amount of the downpay-ment. For lump
sum timber sales, the downpayment may be applied to payment for release of the single payment unit.

If Forest Service makes a determination that this contract should not have been included under in-
creased downpayment requirements (36 CFR 223.49(e)), the downpayment shall be revised and applied in
accordance with 36 CFR 223.49(f).
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. CT2.35# - INDIVIDUAL TREE DESIGNATION. (7/01) (continued)

Payment Units 1, 4, and 5.

All live Lodgepole pine trees not Marked with orange paint above and
below stump height and all dead standing Lodgepole pine trees less than
20.0 inches dbh not Marked with orange paint above and below stump
height which meet the minimum tree diameter stated in AT2 are
designated for cutting. Additional timber to be cut, if any, will be
designated for cutting in accordance with BT2.37.

Payment Units 2 and 3.

All live Lodgepole pine trees not Marked with orange paint above and
below stump height, all dead standing Lodgepole pine trees less than
20.0 inches dbh not Marked with orange paint above and below stump
height and all down dead Lodgepole pine trees less than 16.0 inches DIB
on the small end which meet the minimum tree diameter stated in AT2 are
designated for cutting. Additional timber to be cut, if any, will be
designated for cutting in accordance

with BT2.37.

Payment Units 7 and 8.

. All trees Marked with blue paint above and below stump height, all dead
standing Lodgepole pine trees less than 20.0 inches dbh not Marked with
orange paint above and below stump height, and all down dead Lodgepole
pine trees less than 16.0 inches DIB on the small end which meet the
minimum tree diameter stated in AT2 are designated for cutting.
Additional timber to be cut, if any, will be designated for cutting in
accordance with BT2.37.

Payment Units 9 and 10.

All trees Marked with blue paint above and below stump height, all dead
standing Lodgepole pine trees less than 20.0 inches dbh not Marked with
orange paint above and below stump height, all live Lodgepole pine 4.0-
5.9 inches dbh, and all down dead Lodgepole pine trees less than 16.0
inches DIB on the small end which meet the minimum tree diameter stated
in AT2 are designated for cutting. 2additional timber to be cut, 1if
any, will be designated for cutting in accordance with BT2.37.

Payment Units 13, 15, 16 and 17.

All live Lodgepole pine and White fir trees not Marked with orange
paint above and below stump height, all dead standing Lodgepole pine
trees 4.0 - 9.9 inches dbh, and all down dead Lodgepole pine trees less
than 16.0 inches DIB on the small end which meet the minimum tree
diameter stated in AT2 are designated for cutting. Additional timber

to be cut, if any, will be designated for cutting in accordance with
BT2.37.
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TABLE PURSUANT TO CT5.12# - USE OF ROADS BY PURCHASER (Ol/200§i

Restricted Road List

| Road ‘ | _fg?ﬁiﬁigj__:l Map Dggbriﬁzioﬁ_of____n
Number |  Road Name Frog__1 To | Legend | Restrictions

- o — - Snowplowing & Vehicle |

| 4525 N/A | 45 4270 ‘ R Use Prohibited 12/1 - |

e M b — ) | 3/31 00

i __j;_______'_ B

Title and Date of Governing Road Rules Document:

Deschutes NF, Road Rules for
Commercial Users June 2009

Commercial Road Rules Effective Date
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SCHEDULE PURSUANT TO CT6.315# - SALE OPERATION SCHEDULE.

(06/1994)
Payment Operating Conditions Purpose
Unit
o 2% By No operations from Reduce disturbance to
4, and 5 1/1 - 8/31 unless Forest nesting Bald Eagle.

Service determines the
nest to be unoccupied.

7, 8, 9, No operations from 12/1 to Reduce conflict with
10, and 13 4/30 unless otherwise agreed. snowmobile use.
7 No operations from Reduce disturbance to

3/1 - 9/30. nesting spotted owl.
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TABLE PURSUANT TO CT6.41# - SPECIFIC REQUIREMENTS (01/2000)

FELLING METHODS PAYMENT UNITS
Mechanized felling equipment will operate in a ALL

manner which will minimize detrimental soil
disturbance and minimize damage to residual trees
and reproduction.

Mechanized felling equipment may leave main skid ALL
trails and make up to 2 roundtrips over the same

ground.

FELLING EQUIPMENT PAYMENT UNITS
Any mechanized feller buncher equipment capable ALL

of operating as stated above.
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TABLE PURSUANT TO CT6.42# - YARDING/SKIDDING REQUIREMENTS.

(04/2003)
YARDING/SKIDDING REQUIREMENTS PAYMENT UNITS
1. Ground based equipment is required. ALL
2. Leading end of log shall be suspended while ALL

skidding on skid roads/trails.

3. Skidding equipment shall stay on approved Forest ALL
Service skid roads/trails.

4. Distance between skid roads/trails shall be an ALL
average of 100 feet apart.
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. SPECIFICATIONS PURSUANT TO CT6.74# -SLASH TREATMENT REQUIREMENTS

(02/2002)

Slash Plans and Specifications for Piling and/or Decking Slash on Landings

and
Temporary Roads (Pursuant to CT6.7 and CT6.74#)

Slash to be Piled and/or Decked

a.

b.

Slash resulting from the construction of landings and temporary
roads and slash accumulated on the landings from the logging
operation shall be piled and/or decked. Partially pushed out
stumps are considered to be included as pushed out stumps in
the CTé6.7 definition of slash.

Slash created in this operation which lies outside the posted
cutting area is not required to be piled unless within a
landing or temporary road. However, such slash shall be pulled
inside the posted cutting area boundary.

Chips created and not removed from chipping operations on
landings are to be scattered across the entire area of the
landings to a depth of no more than 3 inches.

Construction and Location of Piles and/or Decks

a.

Slash piles shall be located at least 25 feet from the crown or
drip line of any dead or live tree or equal distance between
standing dead or live trees, whichever is greater. These

piles shall be a minimum of 6 feet in height and 12 feet in
diameter, if sufficient slash is available.

Piles and/or decks shall be free of rocks and dirt.

All material extending beyond the general contour of the piled
Slash shall be trimmed off and added to the pile.

Equipment Requirements

Machines used for piling slash shall be equipped with brush
blades or detachable rake fronts or grapples.
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. SPECIFICATIONS PURSUANT TO CT6.74# -SLASH TREATMENT REQUIREMENTS
(02/2002)

SLASH PLANS AND SPECIFICATIONS
FOR WHOLE TREE YARDING AND LEAVE TOPS ATTACHED YARDING
(Pursuant to CT6.7 AND CT6.74#)

l. Whole Tree Yarding:

All trees meeting Utilization Standards which are less than 60 feet
in length are required to be Whole Tree Yarded to the landing.

2. Leave Top Attached Yarding:

All trees meeting Utilization Standards which are 60 feet in length
and greater are required to have tops (and limbs) attached to the last
log while being vyarded to the landing.

3. Applicable Area:

Purchaser shall vyard and dispose of slash, in accordance with

specifications, where shown on the Sale Area Map and Slash Disposal
. Map in the following Payment Units: ALL

4. Disposal of Tops:

Tops yarded to the landing, as defined in CT6.7, shall be considered
landing slash and shall be disposed of as such.




